
 

 

 

 

SPEEDCAR OIL Sp. z o. o. 13-230 Lidzbark, ul. Jeleńska 38A NIP: 5711715322 

  tel/fax: (23) 696 11 58 email: biuro@agronaft.pl www.speedcaroil.pl 

EMULSOIL ES-12 

Emulsifying oils for metalworking are manufactured using highly refined mineral oil and a high-quality 
functional additive package, including a highly efficient anionic emulsifier and a corrosion inhibitor. Emulsifying oils 
for metalworking are designed for the preparation of aqueous emulsions used as cooling and lubricating fluids in the 
machining of steel, cast iron, non-ferrous metals, and their alloys. The recommended emulsion concentration, 
depending on the type of machining and the material being machined, ranges from 5% to 15%. Water with a hardness 
of up to 15°N is recommended for emulsion preparation. 

Recommended working concentrations of the emulsion (prepared with water) general hardness up to 15°N) 
depending on the type of processing of the material being processed: grinding - 3÷5%, turning, milling, drilling, 
reaming - 5÷10%, drilling, threading - 10÷15%. They are miscible with other branded oils of this type. 
 

PARAMETER TYPICAL VALUES 

Kinematic viscosity at 40 0 C mm 2 /s 30.5 

Appearance Clear light brown liquid 

Pour point 0 C -14 

pH          8.9 

Emulsion stability over 24 hours/20±5 ° C It holds up 

Refractometric index at 20 0 C 1.44 

 

    Specifications: 

     ISO L-MAA 

     

 

 


