
 

 

 

 

 

   

 

SPEED-AGRO MOT 10W40 CI E7 

 

This engine oil is manufactured using synthetic and mineral base oils, enriched with a comprehensive 

additive package. It provides full protection for highly loaded diesel engines, both turbocharged and non-

turbocharged. Designed specifically for agricultural vehicles, it is especially recommended for agricultural machinery, 

tractors, and buses. The synthetic oils in the formula ensure easy engine starting at low temperatures. It can be used 

in vehicles or stationary engines equipped with a catalytic exhaust gas afterburning system. It is miscible with other 

branded engine oils of this type. 

 
 

.   Typical technical parameters 

PARAMETER TYPICAL VALUES 

Viscosity kinematic at 100 0 C [mm 2 /s] 14.7 

Indicator viscosity 148 

Corrosion action on a copper plate, 3h/150°C, corrosion degree 1 

Temperature flow [ 0 C] -41 

Temperature ignition [ 0 C] 218 

Number alkaline TBN [mg KOH/g] 10.3 

Density at 15 °C 0.878 

 

    Specifications: 

SAE viscosity grade:  1 0W/40 

API quality class:  CI -4/SL 

quality class : E 7 

 

CAT ECF-1-a CAT ECF-2 CAT ECF-3, Cummins CES 20078/20077/ 20076, Deutz DQC III-18, MACK EO-O N, 

MAN M3275, MTU Type 2.1, Renault RLD-2, Scania LA-2, Volvo VDS-3, MB 228.5/ 228.3, ALLISON C-4, CAT 

TO-2 

 

 

 

 

 
 

 

 



    

 


