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SPEED-AGRO STOU 10W 40 CG /HV/GL-4  

 

Semi-synthetic, multifunctional STOU oil designed for use in agricultural machinery and tractors, formulated 

with mineral and synthetic base oils and optimally selected functional additives. Designed for year-round use in all 

operating conditions, it is intended for the lubrication of engines, various types of transmissions, clutches, wet brakes, 

and hydraulic systems. It provides excellent protection against corrosion, prevents deposit formation, and leaves the 

entire lubrication system clean. It can be used in older machinery where the manufacturer recommends CF-4/CD 

class oils. 
 

 

   Typical technical parameters 

PARAMETER TYPICAL VALUES 

Viscosity kinematic at 100 0 C [mm 2 /s] 14.7 

Indicator viscosity min 135 

Corrosion action on a copper plate, 3h/150°C, corrosion degree 1 

Temperature flow [ 0 C] -39 

Temperature ignition [ 0 C] 224 

Tendency to foam : volume foam after 5 minutes of blowing air at 25 0 C / 

durability foam : volume foam after 10 minutes of standing at 25 0 C 

 

30/0 

Density at 15 °C 0.876 

Color Brown 

 

    Specification: 

SAE 10W/40 

API CG / HV / GL4 

 

 


