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SPEED-CAR FS 10W/40 SM/SL/CF A3/B4  

 

High-quality semi-synthetic engine oil formulated with a blend of base oils and a new-generation additive package. 

Designed for the lubrication of gasoline and diesel engines, both turbocharged and non-turbocharged. It ensures smooth engine 

operation and reliability while maintaining maximum engine power. The oil remains fluid at low temperatures , protecting the 

engine from wear at both low and high temperatures. It maintains engine cleanliness and extends oil change intervals. 

 

   Typical technical parameters 

PARAMETER TYPICAL VALUES 

Viscosity kinematic at 100 0 C [mm 2 /s] 14.3 

Indicator viscosity min 140 

Corrosion action on a copper plate, 3h/150°C, corrosion degree 1 

Temperature flow [ 0 C] -35 

Temperature ignition [ 0 C] 225 

Number alkaline TBN [mg KOH/g] 10.1 

Density at 15 °C 0.876 

 

    Specifications: 

SAE 10W/40 

API SM/SL/CF 

ACEA A3/B4 

 

Recommendations: 

Fiat 9.55535-D2/G2, MB 229.1, 229.3; Opel GM-LL-A-025/GM-LL-B-025, PSA B71 2300  

Renault 700/710 , VW 500.00/501.01/502.00/505.00 

 


