
 

 

 

 

 

   

 

SPEED-CAR SYNTECH MS API SP 0W30 

A5/B 5 C2 GF -6A 

This engine oil is specifically designed for vehicles equipped with advanced exhaust aftertreatment systems. Its low 

ash content reduces harmful exhaust emissions and improves fuel economy. This oil is designed for use in modern 

light-duty diesel trucks equipped with diesel particulate filters (DPF) and gasoline engines with three-way catalytic 

converters (TWC) . Suitable for passenger cars requiring an SAE 0W-30 oil that meets the ACEA C2 standard. For 

example, it's formulated for some Honda, Mitsubishi, Subaru, Suzuki, and Toyota models . Its formulation minimizes 

the likelihood of LSPI (low-pressure pre-ignition). 

   PARAMETERS TYPICAL VALUES 

 Viscosity kinematic at 100C mm2/s 10.9 

Indicator viscosity 172 

                          Number Alkaline TBN (mg KOH/g) 7.8 

Temperature flow 0 C -45 

Viscosity structural CCS at – 35 0 C mPas 5200 

HTHS at 150 0 C 3.16 

Temperature ignition 0 C 210 

Evaporation rate according to NOACK % m/m 11.2 

 

    Specification: 

SAE viscosity grade:  0W/30 

API quality class:  SP ILSAC GF-6A 

ACEA quality class:  A5/B5 C2 

 

Recommendations : 

Ford WSS-M2C950-A, Jaguar Land Rover STJLR.03.5007 

 

 

 

 

 

 

   

 

 


