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API SN/CF 5W30 C3

ADVANCED MOTOR OI/L

SPEED-CAR SYNTECH MS 504/507

Long-life multigrade engine oil Life. Guarantees optimal performance and full engine protection under all operating
conditions. This oil, formulated with MS medium SAPS technology (reduced sulphated ash, sulfur, and phosphorus content),
provides excellent protection for all engine parts and reduces the risk of valve wear. It contributes to extended DPF filter life
and reduces the risk of catalytic converter poisoning in spark-ignition engines. The oil protects the engine even during extended
oil change intervals. This oil was developed to meet the requirements of engines installed in Volkswagen Group vehicles. It is

miscible with other branded engine oils of this type.

PARAMETERS ‘ TYPICAL VALUES

Viscosity kinematic at 100C mm2/s 11.6

Indicator viscosity 160

Number Alkaline TBN (mg KOH/g) 7.5

Temperature flow °C -45

Viscosity structural CCS at - 30 ° C mPas 5600

HTHS at 150°C 3.56

Temperature ignition °C 210

Specification:

SAE viscosity grade: 5W/30

API quality class: SN/CF

ACEA quality class: C3

Recommendations:

VW 504.00/507. 00, Mercedes -Benz 229.51 , PORSCHE C 30, BMW Longlife-04
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