
 

 

 

 

 

   

 

SPEED-CAR SYNTECH MS OEM 0W20 SP 

C5 GF-6A 

This multigrade mid-SAPS engine oil is formulated with premium base oils and the best certified additives. This oil meets the 

latest requirements for VW Group vehicles, guaranteeing the highest quality and exceptional engine cleanliness. It also 

ensures engine reliability in hybrid vehicles and vehicles equipped with small-capacity supercharged gasoline engines. 

Thanks to the use of synthetic base oils, the oil helps minimize friction, leading to lower fuel consumption and reduced 

emissions of harmful compounds. It is intended for year-round use, primarily in passenger car and light commercial vehicle 

engines equipped with catalytic converters and turbocharged diesel engines with exhaust aftertreatment systems such as 

DPF and TWC. Formulated according to the Fuel Economy principle. 

 

   PARAMETERS TYPICAL VALUES 

Kinematic viscosity at 100C mm2/s 8.2 

Viscosity index 174 

Total Base Number (TBN) (mg KOH/g) 7.8 

Pour point 0 C -45 

Structural viscosity CCS at – 35 0 C mPas 4000 

HTHS at 150 0 C 2.79 

Flash point 0 C 210 

Evaporation rate according to NOACK % m/m 11.2 

 

    Specification: 

SAE viscosity grade:  0W/20 

API quality class:  SP ILSAC GF-6A 

ACEA quality class:  C5 

 

Recommendations: VW 508/509 
 

 

 

 

 

 


