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SPEED-GEAR ATF CVT   

 

High-quality gear oil for continuously variable transmissions (CVT ) Variable Transmission , with 

belts and chains. Ensures long transmission, belt, and/or chain life, rheological stability, and ideal power 

transfer. Ensures smooth transmission operation without vibrations, jerks, or momentary power drops. 

The oil keeps the system clean and provides full protection against corrosion. This oil should not be 

mixed with other automatic transmission oils. 

Typical technical parameters of SPEEDCAR ATF CVT oil 

PARAMETER TYPICAL VALUES 

Viscosity kinematic at 100 0 C [mm 2 /s] 6.9 

Indicator viscosity 150 

Brookfield viscosity at -40°C 10200 

Corrosion action on a copper plate, 3h/150°C, corrosion degree 1 

Temperature flow [ 0 C] -48 

Temperature ignition [ 0 C] 220 

Color red 

 

Specifications 

VW/Audi TL 521 16 (G 052 516), 521 80 (G 052 180 A2), Renault CVT CK/SK/FK, BMW Minicooper EZL 799A/83 22 0 136 
376/83 22 0 429 154, 799/EZL, 799A/ZF, CVT V1, Audi Multitronic, Toyota CVFT TC, FE 
GM/Saturn DEX-CVT, Hyundai/Kia CVT-1,SP III, HONDA HMMF, HCF2, Z-1 (poza Honda Fit & Jazz rok. prod. 2001-2007), 
Suzuki CVTF TC, 3320, 4401, NS-2, Green 1&2, Green 1V, Mazda JWS 3320, Volvo CVT 4959 
Daihatsu AMMIX CVT Fluid DFE, DC, DFC, TC,Dodge/ Jeep/ Chrysler NS-2, Dodge/ Jeep/ Chrysler/Mopar CVT + 4 
Fiat Tutela CVT N.G, Idemitsu CVTF-EX1, Lexus Fluid TC, FE, MG Rover EM-CVT,  
Mitsubishi CVTF-1, CVTF-J4/J4+, CVTF Eco J4, SP-III, Nissan KTF-1, NS-1, NS-2, NS-3, Punch CVTF-EX1  
Subaru iCVT , iCVT FG, ECVT, CVT II Fluid, K0425Y0710 & K0425Y0711, HT CVT Fluid, CV-30, K0421Y0700, NS-2 

  

 

 

 

 


