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SPEED-GEAR ATF VI   

 

ATF VI is a high-quality automatic transmission fluid that meets the stringent DEXRON VI 

requirements. Thanks to the use of new-generation base oils and state-of-the-art functional additives, it 

provides complete protection during operation. It ensures stable and smooth transmission operation and 

extends its service life. It guarantees chemical and thermal stability and excellent resistance to deposit 

formation. It is miscible with other branded oils of this type. Do not use in DCT and/or CVT transmissions. 

Typical technical parameters of SPEED-GEAR ATF VI oil 

PARAMETER TYPICAL VALUES 

Viscosity kinematic at 100 0 C [mm 2 /s] 5.8 

Indicator viscosity 150 

Brookfield viscosity at -40°C 14200 

Corrosion action on a copper plate, 3h/150°C, corrosion degree 1 

Temperature flow [ 0 C] -42 

Temperature ignition [ 0 C] 220 

Color red 

 

Specifications: 

Acura   DW1 , ATF Z1 (except CVTs ), BMW Part #83 22 9 407 858 and #83 22 9 407 859, Daimler-Chrysler ATF +3, ATF 
+4, Ford MERCON LV, General Motors GM DEXRON VI G, DEXRON III H, DEXRON II D,  
Honda ATF Z1 (excepts CVTs), Hyundai / KIA SP-IV SP-II, SP-III, SP-IV/ SPH-IV and NWS-9638 T-5  
Infiniti MATIC S, MATIC K, MATIC J, MATIC D, Lexus ATF type WS, Type T-III, Type T-IV, Mercedes MB 236.41  
Mitsubishi  Diamond ATF SP II, SP III, Nissan  MATIC S, MATIC K, MATIC J, MATIC D, Toyota ATF type WS,  

Type T-III, Type T-IV, Volkswagen/Audi Part #G 055 540 (A2), Allison C-4, Jalos JASO 1A, ZF M1375 

  

 

 

 

 

 

 



 


