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SPEED -HYDRO HVI ISO 22-150 

 

HVI hydraulic oils are used in highly loaded hydraulic drive and control systems and vane pumps that require minimal 

viscosity changes with temperature changes. They can be used in stationary and mobile hydraulic systems of machines and 

equipment operating under normal and demanding operating conditions, especially at low operating temperatures and where 

there is a risk of system contamination with water or condensed steam. HVI hydraulic oils contain detergent and dispersant 

additives, which allow them to disperse solid contaminants and prevent moisture from emulsifying in the system. 

  

PARAMETER TYPICAL VALUES 

ISO VG viscosity grade: 22 32 46 68 100 150 

Kinematic viscosity at 40 0 C mm 2 /s 22.5 33.5 46.5 69.0 102 135-165 

Viscosity index 155 154 152 150 150 145 

Pour point 0 C -45 -44 -43 -41 -38 -36 

Flash point 0 C 200 207 210 213 215 220 

 

    Specifications: 

      ISO VG: 22, 32, 46, 68, 100, 150 

      ISO: HV 

      DIN: HVLP 

      DIN 51524 – 3 

       AAFNOR NF E 48-603, Denison HF-0/HF1/HF-2, Hoesch HWN 2333, SEB 181 222, SIS SS 155434,    

Sperry Vicers 

      M-2950-S/I-286-S, Thyssen TH N-256132; US Steel 126, Denison Filterability TP 02100 

 

 


