
 

 

 

 

 

   

 

SPEED-TRUCK PLUS LS 5W30 CJ- 4 E 8/E11 

  This oil is specifically designed for modern diesel engines that meet stringent Euro V and EURO VI 

emission standards. It protects and extends the life of exhaust system components such as catalytic converters and 

particulate filters. It guarantees smooth engine operation even at extreme temperatures. It protects the engine against 

wear and corrosion, resulting in extended drain intervals . It is recommended for diesel engines equipped with 

exhaust gas recirculation systems with or without particulate filters, as well as for engines with selective catalytic 

converters that reduce nitrogen oxides in the exhaust gas. MID SAPS technology ensures low sulfur, phosphorus, 

and sulfated ash levels – in accordance with ACEA E6/E9 requirements. It can also be used in engines meeting Euro 

VI or lower standards where the vehicle manufacturer recommends the use of an engine oil of this class. It is miscible 

with other branded engine oils of this type . 

 

.   Typical technical parameters 

PARAMETER TYPICAL VALUES 

Viscosity kinematic at 100 0 C [mm 2 /s] 11.6 

Indicator viscosity min 158 

Corrosion action on a copper plate, 3h/150°C, corrosion degree 1 

Temperature flow [ 0 C] -43 

Temperature ignition [ 0 C] 223 

Number alkaline TBN [mg KOH/g] 8.6 

Density at 15 °C 0.876 

Viscosity structural CCS -30 0 C [mPa*s] 5600 

 

    Specifications: 

SAE 5W/30 

API CJ-4 

ACEA E8 / E6 / E9 / E11 

Mercedes-Benz 228.51, Mercedes-Benz 228.31, VOLVO VDS-4, Deutz DQC IV-10 LA, MAN M3477 / M 3677, RENAULT VI 

RLD-3 / RXD, Cummins CES 20078, 20081, MACK EO-O PREMIUM PLUS 07, DETROIT DIESEL EXTRANET 93K 218, MTU 

3.1 , JASO DH -2, Scania LDF-4 

 

 

 

 

 

 



  

 


