
 

 

 

 

SPEEDCAR OIL Sp. z o. o. 13-230 Lidzbark, ul. Jeleńska 38A NIP: 5711715322 

  tel/fax: (23) 696 11 58 email: biuro@agronaft.pl www.speedcaroil.pl 

SPEED-AGRO PTF TO-4 SAE -10W 

 

Multifunctional Power Transmission Fluid gear oil designed for use in hydraulic or transmission-hydraulic 

systems of agricultural and construction machinery. It performs excellently in extreme operating conditions in 

gearboxes, powershift gearboxes , power transmission systems, and hydraulic systems. Its excellent anti-wear 

properties minimize gear wear and ensure quieter brake operation. Switching from CAT TO-2 to CAT TO-4 oil does 

not negatively impact system performance . 
 

   Typical technical parameters 

PARAMETER TYPICAL VALUES 

Viscosity kinematic at 100 0 C [mm 2 /s] 5.8 

Indicator viscosity min 100 

Corrosion action on a copper plate, 3h/150°C, corrosion degree 1 

Temperature flow [ 0 C] -38 

Temperature ignition [ 0 C] 227 

Tendency to foam : volume foam after 5 minutes of blowing air at 25 0 C / 

durability foam : volume foam after 10 minutes of standing at 25 0 C 

 

30/0 

Density at 15 °C 0.872 

Color Brown 

 

    Specification: 

SAE 10W 

API GL4 

 

Recommendations: 

Alison C- 4, Caterpillar TO-4, Komatsu KES 07.868.1, ZF TE-ML 01, ZF TE-ML 03C, ZF TE-ML 07D, ZF TE-ML 

07F 

 

 

 


